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  TR150 Battery Powered Handheld Load Cell Indicator


  
    

    

      
The TR150 is a completely portable, precision instrument packaged in a small, robust IP65 (NEMA 4) enclosure, weighing only 260 grams. The TR150 accepts an input range of up to 50mV/V.


For simplified use, the operator only has access to six keys; on/off, gross/net, peak, trough, hold and shunt cal. Calibration and configuration can be performed from the front panel, with protection against accidental or un-intentional changes. The configuration menu is very simple and enables the setting of a tare value, display resolution, filter rate, auto power off and selection of low power mode.


There are 3 calibration options; a single pass auto-calibration, entering of load cell sensitivity and corresponding display value and entering of offset and gain values for corresponding display values. Two separate ranges are available, which enable the instrument to read and display two separate parameters; i.e. lbs/kg, tonne/kN, high/low resolution, fast/slow response etc. The menu options offer the engineer the ability to tailor the instruments response to the application. In each range all the variables can be set, including zero and filtering. Annunciators on the display give a constant indication of the operating mode of the TR150. 


The TR150 features an innovative power saving facility which, when enabled can offer up to 450 hours of battery life with a 350 ohm bridge connected. In normal power mode up to 45 hours battery life is achieved with a 350 ohm bridge. The TR150 also incorporates an auto power off facility, which can be set during configuration in 1 minute increments up to 99 minutes, or it can be disabled so the instrument is powered on until the off key is depressed.


The TR150 can be supplied with a number of options including a carry case, which enables the full operation of the indicator whilst fitted in the case.


	
			Important Notice

			The availability of TEDS functionality has had to be removed from this product and is no longer available for any new orders. The functionality was ceased on all firmware versions higher than V2.70

		
	 
	 




      
      
	7½ digit LCD display, with battery low, peak, trough, net, shunt calibration indication
	Auto Sleep facility which can be set to suit or disabled
	Battery life of 450 hours in low power mode, with 350ohm bridge connected
	Battery powered
	Dual Range Facility
	Environmentally sealed to IP65 (NEMA 4)
	Handheld and portable
	Load cell input
	Microprocessor based, allowing single pass calibration facility
	RS232 Output Option Available
	Tactile keyboard, with dual range selection, peak/valley hold, gross/net, shunt calibration and on/off controls
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	Leather effect carry case
	RS232 Output Option




      
	Portable load cell systems
	Shackle load cell display
	Link load cell display
	Hire fleet load cell display
	Portable calibration systems




      
TR150 HANDHELD BATTERY POWERED LOAD CELL INDICATOR

TR150 MANUAL









      
      
      
      

      
        Request a quote for TR150 Battery Powered Handheld Load Cell Indicator

      

    


  



  
    

      
        

          
            	Description	Price 	Protective Case	Stock	Qty
	TR150	£351.00	No Leather Protective Case required
CA Leather Protective Case (+£26.80)


	18 in stock
Hover over ADD TO BASKET for DELIVERY times. You can BACK ORDER this product. | YOU MAY PLACE ORDERS FOR MORE THAN WE HAVE IN STOCK.

For orders of 18 pieces or less, we will despatch within 5 working days.

For orders of more than 18 pieces we will generally despatch within 20 working days.	
	TR150 with RS232 output	£425.00	No Leather Protective Case required
CA Leather Protective Case (+£26.80)


	3 in stock
Hover over ADD TO BASKET for DELIVERY times. You can BACK ORDER this product. | YOU MAY PLACE ORDERS FOR MORE THAN WE HAVE IN STOCK.

For orders of 3 pieces or less, we will despatch within 5 working days.

For orders of more than 3 pieces we will generally despatch within 20 working days.	
	TR150 carry case	£26.80	No Leather Protective Case required
CA Leather Protective Case (+£26.80)


	78 in stock
Hover over ADD TO BASKET for DELIVERY times. You can BACK ORDER this product. | YOU MAY PLACE ORDERS FOR MORE THAN WE HAVE IN STOCK.

For orders of 78 pieces or less, we will despatch within 5 working days.

For orders of more than 76 pieces we will generally despatch within 15 working days.	
					Buy
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CPA


	Ratings from 2 tonnes to 1000 tonnes
	Stainless steel construction
	Environmentally sealed to IP67
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DCE


	Ratings from 100N to 50kN
	Stainless steel construction
	Environmentally sealed to IP65
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STA-3


	From 50kgs to 1000kgs
	Alloy steel nickel plated construction
	Environmentally sealed to IP67
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SHK-B


	Cabled bow type load shackle
	From 1 tonne to 1000 tonnes
	Environmentally sealed to IP67
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TCA


	Ratings from 1 tonne to 100 tonnes
	Stainless steel construction
	Environmentally sealed to IP66
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TLL


	5te to 100te
	Stainless steel construction
	Environmentally sealed to IP67
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	 Company Name:*
	 


	


	

	 Country:*
	 United Kingdom
Afghanistan
Aland Islands
Albania
Algeria
American Samoa
Andorra
Angola
Anguilla
Antarctica
Antigua and Barbuda
Argentina
Armenia
Aruba
Australia
Austria
Azerbaijan
Bahamas
Bahrain
Bangladesh
Barbados
Belarus
Belgium
Belize
Benin
Bermuda
Bhutan
Bolivia
Bosnia and Herzegovina
Botswana
Bouvet Island
Brazil
British Indian Ocean Territory
British Virgin Islands
Brunei
Bulgaria
Burkina Faso
Burundi
Cambodia
Cameroon
Canada
Cape Verde
Caribbean Netherlands
Cayman Islands
Central African Republic
Chad
Chile
China
Christmas Island
Cocos (Keeling) Islands
Colombia
Comoros
Congo (Brazzaville)
Congo (Kinshasa)
Cook Islands
Costa Rica
Croatia
Cuba
Curaçao
Cyprus
Czech Republic
Denmark
Djibouti
Dominica
Dominican Republic
Ecuador
Egypt
El Salvador
Equatorial Guinea
Eritrea
Estonia
Ethiopia
Falkland Islands
Faroe Islands
Fiji
Finland
France
French Guiana
French Polynesia
French Southern Territories
Gabon
Gambia
Georgia
Germany
Ghana
Gibraltar
Greece
Greenland
Grenada
Guadeloupe
Guam
Guatemala
Guernsey
Guinea
Guinea-Bissau
Guyana
Haiti
Heard Island and McDonald Islands
Honduras
Hong Kong S.A.R., China
Hungary
Iceland
India
Indonesia
Iran
Iraq
Ireland
Isle of Man
Israel
Italy
Ivory Coast
Jamaica
Japan
Jersey
Jordan
Kazakhstan
Kenya
Kiribati
Kuwait
Kyrgyzstan
Laos
Latvia
Lebanon
Lesotho
Liberia
Libya
Liechtenstein
Lithuania
Luxembourg
Macao S.A.R., China
Macedonia
Madagascar
Malawi
Malaysia
Maldives
Mali
Malta
Marshall Islands
Martinique
Mauritania
Mauritius
Mayotte
Mexico
Micronesia
Moldova
Monaco
Mongolia
Montenegro
Montserrat
Morocco
Mozambique
Myanmar
Namibia
Nauru
Nepal
Netherlands
Netherlands Antilles
New Caledonia
New Zealand
Nicaragua
Niger
Nigeria
Niue
Norfolk Island
Northern Mariana Islands
North Korea
Norway
Oman
Pakistan
Palau
Palestinian Territory
Panama
Papua New Guinea
Paraguay
Peru
Philippines
Pitcairn
Poland
Portugal
Puerto Rico
Qatar
Reunion
Romania
Russia
Rwanda
Saint Barthélemy
Saint Helena
Saint Kitts and Nevis
Saint Lucia
Saint Martin (French part)
Saint Pierre and Miquelon
Saint Vincent and the Grenadines
Samoa
San Marino
Sao Tome and Principe
Saudi Arabia
Senegal
Serbia
Seychelles
Sierra Leone
Singapore
Sint Maarten
Slovakia
Slovenia
Solomon Islands
Somalia
South Africa
South Georgia and the South Sandwich Islands
South Korea
South Sudan
Spain
Sri Lanka
Sudan
Suriname
Svalbard and Jan Mayen
Swaziland
Sweden
Switzerland
Syria
Taiwan
Tajikistan
Tanzania
Thailand
Timor-LesteTogo
Tokelau
Tonga
Trinidad and Tobago
Tunisia
Turkey
Turkmenistan
Turks and Caicos Islands
Tuvalu
U.S. Virgin Islands
Uganda
Ukraine
United Arab Emirates
United States
United States Minor Outlying Islands
Uruguay
Uzbekistan
Vanuatu
Vatican
Venezuela
Vietnam
Wallis and Futuna
Western Sahara
Yemen
Zambia
Zimbabwe
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